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#15(MODEL): WB-LYP100AHA
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SPECIFICATION FOR WINSTON RARE EARTH LITHIUM YTTRIUM POWER BATTERY
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BI5% (MODEL)

ERAE
Nominal Capacity

THEE
Operation Voltage

LN

Internal resistance

BANEER
Max Discharge
Current

RAREBEER
Max Charge Current
BEFZWEER
Standard Charge/
Discharge Current

% A it iR
Temperature Durability
Of Case

B R
Operationg
Temperature

BHMEZEA)
Self-discharge Rate

EREhER
Weight

WB-LYP100AHA(A)

RL 143mm

67mm

BW

=) 218mm

H
HE
Discharge 2.8(V)
<0.45(mQ)
HER
Constant Current <3CA
B
Impulse Current <10CA

300A(3CA)

50A(0.5CA)

(80%DOD) =5000Times

(70%DOD) =7000Times

<200°C

Charge

Discharge

FRIBE
Storage Humidity

-45°C ~85°C

<75%RH

<3% (H/Monthly)

3.3kg+100g
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WB-LYP100AHA(A) CHARGE & DISCHARGE CHART
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under normal temperature |5YP battery's circulation charging and discharging curve under normal temperature
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LYP battery’ s discharge curve under different temperatures LYP battery's storage characteristic curve in normal temper
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